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£3 & (Print Speed) 175m2/hr 100m2/hr 69m2/hr 53m¥/hr

£3 S 4 (Print Resolution) 600 x 300dpi 1Pass 600 x 600dpi 2Pass 600 x 900dpi 3Pass 600 x 1,200dpi 4Pass
Z|tf £H=Z (Max Print Width) 1,850mm

#|cf 0|E|0fZ (Max Media Width) 1,900mm

£3 B E (Print Mode) FHlSF (Bi-Direction) / EHYSF (Uni-Direction), Normal / Interleave

EZ2IE §|E (Printhead)

A2t Z2IE 3| E (Kyocera printhead 4 heads)

A (Color) 8 Colors
43 (Ink) DGl FE dH87d, T[OHE Y3 (DGI original water based Reactive / Pigment ink)
QIE{H|0| A (Interface) TCP/IP, USB 3.0
. . 2= (Temperature) : 20~30°C S Z(Humidity) : 40~70%
HBET (mironmentalRange)  wimal e 2 2301 988 B4 5L

7| (Electricity Requirements)

o o
2IE{ (Printer) : 220~240V VAC THAK(
X

™ [H

J(Single Phase), 50/60 Hz / 10A
Z7|(Heater) : 220~240V VAC EH4(Single Phase), 50/60 Hz / 40A

= |/ -?-7'“/ AE-| k| 'g'?_l' (Dimension for Installation)
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4,420 | 1,650 | 2,080 | 1,530 4,700 | 2,000 | 2,150
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BA: A7 SFA| HYE 528K, (2) 11459
TEL : +82-31-820-8900  A/S : +82-31-820-8880
FAX: +82-31-820-8990 E-MAIL : sales@dgi-net.com
www.dgi-net.com
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